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Mode $06 report generated by Torque for Android
================================================

Vehicle VIN: JTDKN3DU2D5665886
Vehicle Manufacturer: Toyota
Vehicle Calibration ID: 34734100

Test report:
------------------
MID:$01 TID:$91
- O2 Bank 1 Sensor 1
Max: 2.18359mA Min: 0.70312mA
Test result value: 1.57812mA
PASS
----
MID:$01 TID:$93
- O2 Bank 1 Sensor 1
Max: 3.99757V Min: 0.03697V
Test result value: 0.09638V
PASS
----
MID:$01 TID:$94
- O2 Bank 1 Sensor 1
Max: -0.04014V Min: -3.9977V
Test result value: -0.1048V
PASS
----
MID:$01 TID:$95
- O2 Bank 1 Sensor 1
Max: 343ms Min: 0ms
Test result value: 0ms
PASS
----
MID:$01 TID:$96
- O2 Bank 1 Sensor 1
Max: 343ms Min: 0ms
Test result value: 0ms
PASS
----
MID:$02 TID:$08
Maximum sensor Voltage for test cycle(calculated) - O2 Bank 1 Sensor 2
Max: 1.19V Min: 0.585V
Test result value: 0.839V
PASS
----
MID:$02 TID:$8b
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- O2 Bank 1 Sensor 2
Test incomplete or dependant test failed
--
MID:$02 TID:$8d
- O2 Bank 1 Sensor 2
Max: 5,995ms Min: 0ms
Test result value: 638ms
PASS
----
MID:$02 TID:$8f
- O2 Bank 1 Sensor 2
Max: 2.0984 Min: 0
Test result value: 0.3538
PASS
----
MID:$21 TID:$a9
- Catalyst Monitor Bank 1
Max: 9.99393 Min: 0.24979
Test result value: 0.24979
PASS
----
MID:$31 TID:$bd
- EGR Monitor Bank 1
Max: 655.34998kPa Min: 0.99kPa
Test result value: 20.87kPa
PASS
----
MID:$35 TID:$81
-
Max: 9,490ms Min: 0ms
Test result value: 0ms
PASS
----
MID:$3d TID:$c9
- EVAP Monitor (0.020")
Max: 32.767kPa Min: 0kPa
Test result value: 0.352kPa
PASS
----
MID:$3d TID:$ca
- EVAP Monitor (0.020")
Max: 32.767kPa Min: 0kPa
Test result value: 2.992kPa
PASS
----
MID:$3d TID:$cb
- EVAP Monitor (0.020")
Max: 32.767kPa Min: 0kPa
Test result value: 2.222kPa
PASS
----
MID:$3d TID:$cd
- EVAP Monitor (0.020")
Max: 32.767kPa Min: 0kPa
Test result value: 2.222kPa
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PASS
----
MID:$3d TID:$ce
- EVAP Monitor (0.020")
Max: 32.767kPa Min: 0kPa
Test result value: 2.904kPa
PASS
----
MID:$3d TID:$cf
- EVAP Monitor (0.020")
Max: 32.767kPa Min: 0kPa
Test result value: 3.08kPa
PASS
----
MID:$3d TID:$d0
- EVAP Monitor (0.020")
Max: 32.767kPa Min: 0kPa
Test result value: 1.54kPa
PASS
----
MID:$3d TID:$d1
- EVAP Monitor (0.020")
Max: 32.767kPa Min: 0kPa
Test result value: 2.222kPa
PASS
----
MID:$3d TID:$d4
- EVAP Monitor (0.020")
Max: 32.767kPa Min: 0kPa
Test result value: 3.344kPa
PASS
----
MID:$3d TID:$d5
- EVAP Monitor (0.020")
Max: 32.767kPa Min: 0kPa
Test result value: 2.992kPa
PASS
----
MID:$3d TID:$d7
- EVAP Monitor (0.020")
Max: 32.767kPa Min: 0kPa
Test result value: 0.044kPa
PASS
----
MID:$42 TID:$91
- O2 Heater Monitor Bank 1 - Sensor 2
Max: 33,235mOhm Min: 0mOhm
Test result value: 23,503mOhm
PASS
----
MID:$70 TID:$24
-
Max: 0ms Min: 10,417ms
Test result value: 19,040ms
FAIL
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----
MID:$81 TID:$81
- Fuel System Monitor Bank 1
Max: 0.04596 Min: 0
Test result value: 0.01275
PASS
----
MID:$81 TID:$82
- Fuel System Monitor Bank 1
Max: 0.499 Min: -32.768
Test result value: 0.027
PASS
----
MID:$a1 TID:$0b
EWMA Misfire counts (average) for last 10 drive cycles - Misfire Monitor General Data
Max: 65,535Count Min: 0Count
Test result value: 0Count
PASS
----
MID:$a1 TID:$0c
Misfire counts for last/current driving cycles(calculated) - Misfire Monitor General Data
Max: 65,535Count Min: 0Count
Test result value: 0Count
PASS
----
MID:$a2 TID:$0b
EWMA Misfire counts (average) for last 10 drive cycles - Misfire Cylinder 1 Data
Max: 65,535Count Min: 0Count
Test result value: 0Count
PASS
----
MID:$a2 TID:$0c
Misfire counts for last/current driving cycles(calculated) - Misfire Cylinder 1 Data
Max: 65,535Count Min: 0Count
Test result value: 0Count
PASS
----
MID:$a3 TID:$0b
EWMA Misfire counts (average) for last 10 drive cycles - Misfire Cylinder 2 Data
Max: 65,535Count Min: 0Count
Test result value: 0Count
PASS
----
MID:$a3 TID:$0c
Misfire counts for last/current driving cycles(calculated) - Misfire Cylinder 2 Data
Max: 65,535Count Min: 0Count
Test result value: 0Count
PASS
----
MID:$a4 TID:$0b
EWMA Misfire counts (average) for last 10 drive cycles - Misfire Cylinder 3 Data
Max: 65,535Count Min: 0Count
Test result value: 0Count
PASS
----
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MID:$a4 TID:$0c
Misfire counts for last/current driving cycles(calculated) - Misfire Cylinder 3 Data
Max: 65,535Count Min: 0Count
Test result value: 0Count
PASS
----
MID:$a5 TID:$0b
EWMA Misfire counts (average) for last 10 drive cycles - Misfire Cylinder 4 Data
Max: 65,535Count Min: 0Count
Test result value: 0Count
PASS
----
MID:$a5 TID:$0c
Misfire counts for last/current driving cycles(calculated) - Misfire Cylinder 4 Data
Max: 65,535Count Min: 0Count
Test result value: 0Count
PASS
----

End of report.


