
IG 12 VDC 12 VDC 

GND 

1 WHITE / R STRIPE SWITCHED 12 VDC 

2 BLACK GROUND 

3 GRAY 12 VDC REVERSE 

4 YELLOW EC + SIDE MIRRORS 

5 BROWN EC – SIDE MIRRORS 

6 GREEN + 12 VDC 
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GENTEX 536 MIRROR 

10 POSITION CONNECTOR 

BLK 

 

GENTEX CONNECTOR 

TOP VIEW 

BLK 

WH GRN 

GND to 

UL2-15 

+12 to 

UL2-18 

+12 SW to 

UL2-17 

 Factory EC Mirror – 2012 Prius V 

UL2  

Pin 17: Black Wire (Switch +) 

Pin 18: Yellow (Constant +) 

Ground: Body Frame 

G 

G 

RED    (SW 12VDC) 

GRN   (+12VDC) 

WHT    (GND) 



2012 Prius vee connector UL2 above 

and right has 3 required pins but it’s 

in the dash accessed on driver’s side.  

Constant +12 can be found by 

“looking at the overhead panel plug 

… the far right upper pin.”  
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Door Open to Gnd 

 Pin 10 GND Door Gnd +12 Pin 1 

GND Pin 15 +12  Pin 11 Door 

Gnd 

Pins 1 and 11 = 12 v  

Pins 10 and 15 = Gnd 

No Switched 12 v 

No pin wiring to 8, 9, 12-14,16 

-20.  Microphone Pins 2-5 

11 

1 

20 

10 

20 PIN MAP LIGHT 

CABLE PIN END VIEW 

20 Pin Map Light PC Board Connector 

UL1 Is located in the dash not the headliner.  A 20 pin 

connector (U3) is behind the Maplight and is only shown as  

pin numbers below and are adjacent to the map light 

schematic box (eg PIN 10 GND).   Use U3 Cable for Power. 
































